
1. Place a dial indicator on the crankshaft pulley bolt as 
shown in PIC# 12.  

2. Place a pry bar behind the crank pulley and carefully 
pry the pulley.  (See PIC# 13) 

3. Normal end 
play should 
be between 
.002 and .004 
of an inch. 

4. A unit should 
never be op-
erated with a 
measurement 
outside of the 
above range.  
If the pulley is outside the range the unit should be 
investigated by a properly trained technician.   

...  continued on reverse 

Auto Mfg. PTO Installation Instructions (2015)
Read and follow all safety instructions in the owners manual before attempting to 
remove or replace any components on the leaf collector.

Check Crankshaft play BEFORE and AFTER installation of PTO

FAILURE TO DO THIS CHECK COULD RESULT IN PREMATURE THRUST BEARING 
FAILURE AND WILL VOID YOUR ENGINE AND PTO WARRANTY

PIC# 13
PIC# 12

PTO Installation

Ball Stud with 
Lock Washer

Remove Allen Nut

Install PTO

1. Install Ball Stud with lock washer as shown in PIC#1.  Make 
sure stud does NOT protrude to other side (PIC#2).  

2. Remove the nut on top of the PTO housing with an Allen 
wrench.  (PIC#3)

3. Put thread sealant on the vent plug threads and screw in 
tightly.  (PIC#4)

4. Periodically check for the oil in the housing and add if 
necessary.  Use EP Gear Oil SAE 80W-90.   3 - 3.5 ounces 
when empty.  Do Not overfill.

5. Periodically grease the end seal using the grease fitting 
shown in PIC#3.

PIC# 2

PIC# 3

PIC# 1 Make sure stud does 
NOT protrude to the 
other side!!

Seal Grease 
Fitting
-grease as 
needed

PIC# 4

Seal Grease Fitting
-grease as needed

Vent Plug Installed Apply thin layer of lithium grease 
in slots before installing.

PIC# 5

PIC# 7

PIC# 6

PIC# 8

Throwout Bearing

Align Thowout Bearing Pins 
into the slots on both sides

Throwout 
Bearing 
Installed

Align these pins on the 
PTO Shaft

PIC# 96. Apply a thin layer of lithium 
grease in the shaft slots then in-
stall the throwout bearing (PIC 
#5) on to the shaft by aligning 
the pins (PIC #6) into the shaft 
slots (PIC #8).

7. When installing the clutch disk 
make sure the disk can move 
freely on the shaft.(PIC #9)  If 
the clutch does not move easily 
on the shaft lightly sand the splines with emory cloth.



Rotating Shafts, pulleys, and moving belts 
can cause severe injury or can be fatal.  The 
engine and driven unit MUST be completely 
stopped before any adjustments or work is 
attemped to the engine, driven unit, or the 
PTO clutch itself.

Auto Mfg. Clutch Adjustment - 2008 and after 
Rotating Shafts, pulleys, and moving belts can cause severe injury or can be fatal.  
The engine and driven unit MUST be completely stopped before any adjustments 
or work is attemped to the engine, driven unit, or the PTO clutch itself.

The clutch linkage should be checked after the first 15 hours of operation and every 40 hours there after.  An im-
properly adjusted clutch can result in premature wear to the clutch disc, flywheel and the throwout bearing and will 
void the warranty on the clutch and PTO.

1. Make sure the engine is OFF and remove the negative bat-
tery cable to ensure the unit can not accidently be started.  

2. Remove the spring from the throwout arm.  (See PIC# 1) 
An accurate measure of the arm tension CAN NOT be made 
with the spring attached.

3. With the clutch in the engaged position (the PTO is engaged 
when the PTO handle is pointing straight up on the LCT600 
and LCT6000 and pointing out to the side (3 o'clock) on 
the LCT60C, LCT650 and SCL800TM) adjust the nut (See 
PIC# 2) against the "rocker ball" until a 1/8" gap between 
the nut and rocker ball is visible (See PIC# 3).

4. If available, use the special 1/8" gauge tool to slip between 
the nut and rocker ball.  With the proper adjustment the 
gauge should slide between the nut and rocker ball with a 
slight amount of pressure. (See PIC# 4)

5. Move the adjustment nut to create the 1/8" gap.
6. Re-install the return spring. 
7. Place the handle in the disengaged position.  Check to make 

sure that the PTO output shaft turns freely. 

Auto Mfg. PTO Installation Instructions (2015)
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If there are any questions concerning the installation of this product 
please call ODB at 800-446-9823
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PTO Installation, continued

PIC# 3 PIC# 4

8. When installing the pressure plate (PIC #10 & 11) be sure 
to apply a few drops of Locktite© (or other thread lock) on 
the threads of the bolt and tighten the bolts in a star pattern.  
Torque the bolts to 35 ft. lbs.

Torque - 35 ft. lbs.

Torque - 35 ft. lbs.

Tighten in a star pattern!

PIC# 10 PIC# 11

Return Spring (remove)

Rocker Ball

Adjusting Nut

PIC# 1 PIC# 2

1/8" GAP

Gauge Tool


